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Reference Description Quantity 

A1 M5 x 30mm button head bolt 4 

A2 M5 flanged nut 5 

A3 M6 self-locking nut 1 

A4 M6 flanged nut 2 

A5 6mm pvc washer 2 

A6 M6x12mm washer 1 

A7 M5x10mm washer 1 

A8 M5x16mm black button head bolt 1 

A9 M6 thin self-locking nut 1 

A10 M6x45mm hex bolt 1 

A11 M6x18mm washer 1 

A12 M6x20mm flanged bolt 1 

A13 Rubber 1 

A14 10AH fuses 2 

A15 Fuse box 1 

A16 Ground cable 1 

A17 Battery support with pre-mounted relay 1 

A18 Positive cable 1 



 

To install the fuse kit its required to 
remove and reassemble some 
original parts of the vehicle. 

You can use the Kawasaki "service 
manual" to disassemble and 

reassemble the original parts. 

Start by removing the indicated parts. 
 
 

 

 
 
 

 



 

Remove the indicated 

protective tube running from 

the front to the battery to 

facilitate the passage of the 

positive cable (A18). 

(Not all models will have this tube) 
 

 

Unscrew the bolt located behind 

the right front shock absorber. 

Pull the plastic to be able slide the 

positive cable (A18) that goes 

from the fuse box in the front to 

the battery. 
 

 
Remove the battery and the air filter 
as in the picture. 

 

 



 

Warning! 
Follow the next instruction in detail, 
be very careful, you’re going to drill 
in an area close to the radiator. 

 
Position the fuse box (A15) as 
shown in the pictures. 

The upper side of the fuse box must 
be aligned with the edge of the 
inner plastic where the horizontal 
plane ends. 

Remove the 2 fuses (A14) from 
the box and use it as a 
template. Now drill the 4 holes 
with a 5mm drill. 

 

 

 
Tighten the fuse box with M5 bolts 
(A1) and 4pcs self-locking nuts (A2). 

 
 
 

 



 

Warning! 
Follow the next instruction in detail, 
be very careful, you’re going to drill 
in an area close to the radiator. 

 

In the front right side of the mule 
drill a 13mm hole as indicated. 

To get a more precise idea of 

where to drill the best thing is 

to stay slightly lower than the 

middle of the indicated side. 
 

 

 
 

After drilling, insert the rubber (A13) 
as shown, then insert the ground 
cable (A16). 

 
 

Drill a 6mm hole by aligning it 

respectively over the 

previously made 13mm hole. 
 

 
 

 
Then insert the 6mm bolt (A10) 
with metal washer (A6) and 1x 
PVC washer (A5) from inside the 
vehicle. (See attached image A). 
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After the fitting of the bolt with 
the two washers from inside, fit 
the second PVC washer (A5) and 
tighten on it an M6 flanged nut 
(A4) on it. 

 
Fit the ground cable on the M6 
bolt, then tighten on it an M6 
flanged nut (A4). 

Above the right front wheel of the 

Mule there’s a hole in the frame, 

remove the paint to ensure the 

negative contact. 

Then tighten one end of the 

indicated cable (A16) with the 6mm 

bolt (A12), the washer (A11), and 

the nylon locking nut (A3) as shown. 

The washer (A11) will be located on 

the inside the frame as shown. 
 
 
 
 

  



 

Warning! 
 

Inserting the red cable from the 
front, take care of the brown wire 
inside the red cable guard. 

 
Insert the positive cable (A18) from 

the front and follow the original 

wiring until you get to where the 

battery is. 



 

Then you can proceed by 

tightening one end of the positive 

cable (A18) to the fuse box in 

such a way as to have the correct 

length. 

After that fix the other end of the 

cable (A18) and the smaller brown 

one to the relay mounted on the 

metal support (A17). 

 

 



 

Warning! 

When using the cable ties to 

secure cables be careful to not 

involve the coolant hoses. 

 
 

Hold the positive cable (A18) 
together with the original main 
harness at thebottom of the vehicle 
were indicated using some cable tie. 

Reinsert the battery and be sure that 

the positive cable (A18) passes 

behind the rear bracket that secures 

the battery to the vehicle. 

Then tighten the support (A17) to 

the vehicle with the black button 

head bolt (A8), washer (A7) and the 

remaining flanged nut (A2). 

Secure the positive and negative 

cables as shown in the picture. 
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Remove the dashboard, connect 

the brown (KL) cable inside of the 

protection of the positive cable 

(A18) with the original BROWN- 

RED cable, as shown in the 

pictures. 

Fix the wire with cable ties following 
the original wiring. 

Result in the front. 
 

 

Refit all the original removed parts for 
the fitting of the kit. 

 
 
 
 
 
 
 
 

 

 
 


